The ReadMe of Window WDDM Driver

O.S. Support:

- Windows 8 x86/x64 version

- Windows 8.1 x86/x64 version

- Windows Server 2012 version (WHQL)

- Windows Server 2012R2 version (WHQL)
- Windows 10 x86/x64 version

- Windows Server 2016 version (WHQL)

Driver Installation Guide:

INF Installation:
Windows 8 32bits Version
B Select the INF file in Win8_x86
- Windows 8 64bits Version
B  Select INF file in Win8_x64
- Windows Server 2012
B Select INF file in Win2012
- Windows 8.1 32bits Version
B  Select the INF file in Win81_x86
- Windows 8.1 64bits Version
B  Select INF file in Win81_ x64
- Windows Server 2012R2
B Select INF file in Win2012R2
- Windows 10 32bits Version
B  Select the INF file in Winl10_x86
- Windows 10 64bits Version
B  Select INF file in Winl10_x64
- Windows 10 (version 1607 and after) 32bits Version
B Seclect the INF file in Win10_x86(1607)
- Windows 10 (version 1607 and after) 64bitsVersion
B Select INF file in Win10_x64(1607)
- Windows Server 2016 Version
B Select INF file in Win2016

FAQ:

- Show “Code 52” on Windows Server 2016 or Windows 10 (version 1607 and



after) with non-WHQL driver
B Disable Secure Boot
B Reference Link:

https://blogs.msdn.microsoft.com/windows_hardware_certification/2016/

07/26/driver-signing-changes-in-windows-10-version-1607/
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